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heat input reported under § 75.54(b)(5)
shall be determined using a certified
flow monitoring system and a certified
diluent monitor, in accordance with
the procedures in section 5.2 of appen-
dix F of this part. The flow monitor
and diluent monitor shall meet all of
the applicable quality control and
quality assurance requirements of ap-
pendix B of this part.

(3) When gaseous fuel with a sulfur
content no greater than natural gas
(i.e., ≤ 20 gr/100 scf) is burned in the
unit, the owner or operator may deter-
mine SO2 mass emissions by using a
certified SO2 continuous monitoring
system, in conjunction with a certified
flow rate monitoring system. However,
on and after January 1, 1999, the SO2

monitoring system shall be subject to
the following provisions; prior to Janu-
ary 1, 1999, the owner or operator may
comply with these provisions:

(i) When conducting the daily cali-
bration error tests of the SO2 monitor-
ing system, as required by section 2.1.1
in appendix B of this part, the zero-
level calibration gas shall have an SO2

concentration of 0.0 percent of span.
This restriction does not apply if gase-
ous fuel is burned in the affected unit
only during unit startup.

(ii) The zero-level calibration re-
sponse of the SO2 monitoring system
shall be adjusted, either automatically
or manually, to read exactly 0.0 ppm
SO2 following each successful daily
calibration error test conducted in ac-
cordance with section 2.1.1 in appendix
B of this part. This calibration adjust-
ment is optional if gaseous fuel is
burned in the affected unit only during
unit startup.

(iii) Any hourly average SO2 con-
centration of less than 2.0 ppm re-
corded by the SO2 monitoring system
shall be adjusted to a default value of
2.0 ppm, for reporting purposes. Such
adjusted hourly averages shall be con-
sidered to be quality–assured data, pro-
vided that the monitoring system is
operating and is not out–of–control
with respect to any of the quality as-
surance tests required by appendix B of
this part (i.e., daily calibration error,
linearity and relative accuracy test
audit).

(iv) Notwithstanding the require-
ments of sections 2.1.1.1 and 2.1.1.2 of

appendix A of this part, a second, low-
scale measurement range is not re-
quired for units that sometimes burn
natural gas (or gaseous fuel with a sul-
fur content no greater than natural
gas) and at other times burn higher-
sulfur fuel(s) such as coal or oil. For
units that burn only natural gas (or
gaseous fuel with a sulfur content no
greater than natural gas) and burn no
other type(s) of fuel(s), the owner or
operator shall set the span of the SO2

monitoring system to a value no great-
er than 200 ppm.

(4) During any hours in which a unit
combusts only gaseous fuel(s) with a
sulfur content greater than natural gas
(i.e., > 20 gr/100 scf), the owner or oper-
ator shall meet the general operating
requirements in § 75.10 for an SO2 con-
tinuous emission monitoring system
and a flow monitoring system.

(f) Other units. The owner or operator
of an affected unit that combusts wood,
refuse, or other material in addition to
oil or gas shall comply with the mon-
itoring provisions for coal-fired units
specified in paragraph (a) of this sec-
tion.

[58 FR 3701, Jan. 11, 1993, as amended at 60
FR 26520, 26566, May 17, 1995; 61 FR 59157,
Nov. 20, 1996]

§ 75.12 Specific provisions for monitor-
ing NOx emissions (NOx and diluent
gas monitors).

(a) Coal-fired units, gas-fired non-
peaking units or oil-fired nonpeaking
units. The owner or operator shall meet
the general operating requirements in
§ 75.10 of this part for a NOx continuous
emission monitoring system for each
affected coal-fired unit, gas-fired non-
peaking unit, or oil-fired nonpeaking
unit, except as provided in paragraph
(c) of this section, § 75.17, and subpart E
of this part. The diluent gas monitor in
the NOx continuous emission monitor-
ing system may measure either O2 or
CO2 concentration in the flue gases.

(b) Determination of NOx emission rate.
The owner or operator shall calculate
hourly, quarterly, and annual NOx

emission rates (in lb/mmBtu) by com-
bining the NOx concentration (in ppm)
and diluent concentration (in percent
O2 or CO2) measurements according to
the procedures in appendix F of this
part.
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(c) Gas-fired peaking units or oil-fired
peaking units. The owner or operator of
an affected unit that qualifies as a gas-
fired peaking unit or oil-fired peaking
unit, as defined in § 72.2 of this chapter,
based on information submitted by the
designated representative in the mon-
itoring plan shall comply with one of
the following:

(1) Meet the general operating re-
quirements in § 75.10 for a NOX continu-
ous emission monitoring system; or

(2) Provide information satisfactory
to the Administrator using the proce-
dure specified in appendix E of this
part for estimating hourly NOX emis-
sion rate. However, if in the years after
certification of an excepted monitoring
system under appendix E of this part, a
unit’s operations exceed a capacity fac-
tor of 20 percent in any calendar year
or exceed a capacity factor of 10.0 per-
cent averaged over three years, the
owner or operator shall install, certify,
and operate a NOX continuous emission
monitoring system no later than De-
cember 31 of the following calendar
year.

(d) Other units. The owner or operator
of an affected unit that combusts wood,
refuse, or other material in addition to
oil or gas shall comply with the mon-
itoring provisions specified in para-
graph (a) of this section.

[58 FR 3701, Jan. 11, 1993, as amended at 60
FR 26520, May 17, 1995]

§ 75.13 Specific provisions for mon-
itoring CO2 emissions.

(a) CO2 continuous emission monitor-
ing system. If the owner or operator
chooses to use the continuous emission
monitoring method, then the owner or
operator shall meet the general operat-
ing requirements in § 75.10 for a CO2

continuous emission monitoring sys-
tem and flow monitoring system for
each affected unit. The owner or opera-
tor shall comply with the applicable
provisions specified in § 75.11 (a)
through (e) or § 75.16, except that the
phrase ‘‘SO2 continuous emission mon-
itoring system’’ is replaced with ‘‘CO2

continuous emission monitoring sys-
tem,’’ the term ‘‘maximum potential
concentration for SO2’’ is replaced with
‘‘maximum CO2 concentration,’’ and
the phrase ‘‘SO2 mass emissions’’ is re-
placed with ‘‘CO2 mass emissions.’’

(b) Determination of CO2 emissions
using Appendix G of this part. If the
owner or operator chooses to use the
appendix G method, then the owner or
operator may provide information sat-
isfactory to the Administrator for esti-
mating daily CO2 mass emissions based
on the measured carbon content of the
fuel and the amount of fuel combusted.
For units with wet flue gas
desulfurization systems or other add-
on emissions controls generating CO2,
the owner or operator shall use the
procedures in appendix G to this part
to estimate both combustion-related
emissions based on the measured car-
bon content of the fuel and the amount
of fuel combusted and sorbent-related
emissions based on the amount of sor-
bent injected. The owner or operator
shall calculate daily, quarterly, and
annual CO2 mass emissions (in tons) in
accordance with the procedures in ap-
pendix G to this part.

(c) Determination of CO2mass emissions
using an O2monitor according to appendix
F. If the owner or operator chooses to
use the appendix F method, then the
owner or operator may determine hour-
ly CO2 concentration and mass emis-
sions with a flow monitoring system, a
continuous O2 concentration monitor,
fuel F and Fc factors, and where O2 con-
centration is measured on a dry basis,
hourly corrections for the moisture
content of the flue gases, using the
methods and procedures specified in
appendix F to this part. For units using
a common stack, multiple stack, or by-
pass stack, the owner or operator may
use the provisions of § 75.16, except that
the phrase ‘‘SO2 continuous emission
monitoring system’’ is replaced with
‘‘CO2 continuous emission monitoring
system,’’ the term ‘‘maximum poten-
tial concentration of SO’’ is replaced
with ‘‘maximum CO2 concentration,’’
and the phrase ‘‘SO2 mass emissions’’ is
replaced with ‘‘CO2 mass emissions.’’

[58 FR 3701, Jan. 11, 1993, as amended at 60
FR 26521, May 17, 1995]

§ 75.14 Specific provisions for mon-
itoring opacity.

(a) Coal-fired units and oil-fired units.
The owner or operator shall meet the
general operating provisions in § 75.10
of this part for a continuous opacity
monitoring system for each affected

VerDate 02<DEC>97 12:32 Jan 12, 1998 Jkt 174142 PO 00000 Frm 00215 Fmt 8010 Sfmt 8010 Y:\SGML\174142.PT3 pfrm09


		Superintendent of Documents
	2010-11-12T19:01:41-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




